
Chemical Tank Level Sensors 

Carboy Level Switch  

With 3m lead to suit 20 litre carboy with 58mm lid. 
With cap for foot filter & 6mm tubing. 
(foot filter & tubing not included). 
Model: E-LSCB-31:  A = Blue Cap, B = Black Cap. 
Float material: PP 
Extension shaft: PVC 
Options:  Float material in PVDF 
  5m Lead instead of 3m 
  Additional port for Bleed Tube 
  To suit for 15l or 25l carboy 
Model Example: E-LSCB-31A3 (Blue with 3m Cable) 

Single Point Tank Level Switch 

With tank adaptor & terminal enclosure. 
Model: E-LSTA-31 
Float material: PP (PVDF option) 
Extension shaft: PVC 

Dual Point Tank Level Switch 

With tank adaptor & terminal enclosure. 
Model: E-LSTA-PV31A (30/135mm) 
   E-LSTA-PV31C (30/55mm) 
Float material: PP (PVDF option) 
Extension shaft: PVC 

Side Mounted Tank Level Switch 

External non-intrusive capacitance level switch. 
Model: LP50 
Accuracy: +/- 1mm in water 
Enclosure rating: NEMA 4x(IP65) 
Bracket options: PE, PP, PVDF 

Single and Double Point Tank Level Switch 

With 1/2” connector & flying leads. 
Single model: E-LS12-31 
Double model: E-LS12-PV31A (30/135mm) 
      E-LS12-PV31C (30/55mm) 
Float material: PP (PVDF option) 
Extension shaft: PVC 
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Ultrasonic 4 Point Tank Level Switch 

Provides level measurement for up to 1.25m 

 with a 4-20mA output (DL10) 

 with 4 point relay (DS14)  

 with 4-20mA output and 4 point relay (DL14) 

Bund Tank Level Switch 

Provides reliable leak detection in & around secondary 
containment sumps & tanks. 
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